


COMBINATIONS
Surface Mounting Socket Outlet Combinations, Portable Distribution,
Distributor Units suspendible, Uni-Block-Distribution,
Steel Bollards, Distribution Panels, Stainless Steel Distribution

Preferred scopes

Construction Industry

Camping site

Industry

Building Services

Farming

Harbour and Shipbuilding
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Other configurations are available on request.

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

1 1 x 16A, 400V, 5p 1 x MCB C charac. 16A, 1p 1 x M32 top (open)

1 x M32 bottom (closed)

with operating window
and hinged cover

x = 141 mm max. 
depth with equipment 

reference:

51 510

dimension

operation window.

MB17430M

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

1 1 x 32A, 400V, 5p 1 x MCB C charac. 16A, 1p 1 x M32 top (open)

1 x M32 top (closed)

2 x M32 bottom (closed)

with operating window
and hinged cover

x = 149 mm max.
depth with equipment 

reference:

51 406

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

2 1 x RCD 25/0,03A, 2p 1 x M25 top (open)

1 x M25 bottom (closed)

with operating window
and hinged cover

x = 107 mm max. depth 
with equipment

reference:

51 446

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

2 1 x 16A, 400V, 5p 1 x M25 top (open)

1 x M25 top (closed)

2 x M25 bottom (closed)

with operating window
and hinged cover

x = 141 mm max. 
depth with equipment 

reference:

510 413

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

2 1 x 16A, 400V, 5p 1 x RCD 40/0,03A, 4p
2 x MCB C charac. 16A, 1p
1 x MCB C charac. 16A, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

with operating window
and hinged cover

x = 196 mm max. depth 
with equipment

reference:

519 923

SOCKET OUTLET COMBINATIONS, MADE OF HIGH GRADE PLASTIC
ready wired for installation, protection degree IP 44 
housing made of high grade plastic

Schuko-socket outlet CEE socket outlet fuse protection cable entry

Position

01

Position

02

Positioon

03

Positioon

04

Position

05

dimension

operation window.

MB17530M
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Other configurations are available on request.request.

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

2 1 x 16A, 400V, 5p 1 x Neozed D01, 1p
1 x Neozed D01, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

with operating window
and hinged cover

x = 196 mm max.
depth with equipment

reference:

519 980

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

2 1 x 32A, 400V, 5p 1 x RCD 40/0,03A, 4p
2 x MCB C charac. 16A, 1p
1 x MCB C charac. 32A, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

with operating window
and hinged cover

x = 204 mm max.
depth with equipment

reference:

519 949

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

2 1 x 32A, 400V, 5p 2 x MCB C charac. 16A, 1p
1 x MCB C charac. 32A, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

with operating window
and hinged cover

x = 204 mm max. depth
with equipment

reference:

519 953

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

2 1 x 32A, 400V, 5p 2 x Neozed D01, 1p
1 x Neozed D02, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

with operating window
and hinged cover

x = 204 mm max.
depth with equipment

reference:

519 981

SOCKET OUTLET COMBINATIONS, MADE OF HIGH GRADE PLASTIC
ready wired for installation, protection degree IP 44
housing made of high grade plastic

Schuko-socket outlet CEE socket outlet fuse protection cable entry

Position

07

Position

08

Position

09

Position

10

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

2 1 x 16A, 400V, 5p 2 x MCB C charac. 16A, 1p
1 x MCB C charac. 16A, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

with operating window
and hinged cover

x = 196 mm max.
depth with equipment

reference:

519 927
Position

06

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

3 1 x RCD 40/0,03A, 4p
3 x MCB C charac. 16A, 1p

1 x M32 top (open)

1 x M32 top (closed)

2 x M32 bottom (closed)

with operating window
and hinged cover

x = 148 mm max.
depth with equipment

reference:

510 0321
Position

11
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Other configurations are available on request.

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

2 2 x 16A, 400V, 5p 2 x Neozed D01, 1p
2 x Neozed D01, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

322 x 193 mm
with operating window
and hinged cover

x = 190 mm max.
depth with equipment 

reference:

54 005

dimension

322 x 193 mm

operation window.

MB17630M

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

2 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p

2 x MCB C charac. 16A, 1p
1 x MCB C charac. 16A, 3p
1 x MCB C charac. 32A, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

322 x 193 mm
with operating window
and hinged cover

x = 200 mm max.
depth with equipment 

reference:

511 476

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

2 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p

2 x Neozed D01, 1p
1 x Neozed D01, 3p
1 x Neozed D02, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

322 x 193 mm
with operating window
and hinged cover

x = 200 mm max. depth 
with equipment

reference:

54 33

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

2 2 x 32A, 400V, 5p 2 x Neozed D01, 1p
2 x Neozed D02, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

322 x 193 mm
with operating window
and hinged cover

x = 200 mm max.
depth with equipment 

reference:

54 40

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

3 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p

3 x MCB C charac. 16A, 1p
1 x MCB C charac. 16A, 3p
1 x MCB C charac. 32A, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

322 x 193 mm
with operating window
and hinged cover

x = 200 mm max. depth 
with equipment

reference:

511 508

SOCKET OUTLET COMBINATIONS, MADE OF HIGH GRADE PLASTIC
ready wired for installation, protection degree IP 44 
housing made of high grade plastic

Schuko-socket outlet CEE socket outlet fuse protection cable entry

Position

12

Position

13

Position

14

Position

15

Position

17

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

3 2 x 16A, 400V, 5p 3 x MCB C charac. 16A, 1p
2 x MCB C charac. 16A, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

322 x 193 mm
with operating window
and hinged cover

x = 190 mm max.
depth with equipment 

reference:

512 488
Position

16
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Other configurations are available on request.request.

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

2 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p

1 x RCD 40/0,03A, 4p
2 x MCB C charac. 16A, 1p
1 x MCB C charac. 16A, 3p
1 x MCB C charac. 32A, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

with operating window

x = 217 mm max. 
depth with equipment

reference:

51 862

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

2 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p
1 x 63A, 400V, 5p

2 x Neozed D01, 1p
1 x Neozed D01, 3p
1 x Neozed D02, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

with operating window

x = 217 mm max. 
depth with equipment

reference:

51 221

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

3 2 x 16A, 400V, 5p 1 x RCD 40/0,03A, 4p
3 x MCB C charac. 16A, 1p
2 x MCB C charac. 16A, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

with operating window

x = 214 mm max. depth
with equipment

reference:

510 327

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

3 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p

1 x RCD 40/0,03A, 4p
3 x MCB C charac. 16A, 1p
1 x MCB C charac. 16A, 3p
1 x MCB C charac. 32A, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

with operating window

x = 217 mm max. 
depth with equipment

reference:

515 923

SOCKET OUTLET COMBINATIONS, MADE OF HIGH GRADE PLASTIC
ready wired for installation, protection degree IP 44
housing made of high grade plastic

Schuko-socket outlet CEE socket outlet fuse protection cable entry

Position

18

Position

19

Position

20

Position

21

dimension

operation window.

14MB0341

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

3 2 x 32A, 400V, 5p 1 x RCD 63/0,03A, 4p
3 x MCB C charac. 16A, 1p
2 x MCB C charac. 32A, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

with operating window

x = 214 mm max. 
depth with equipment

reference:

510 627
Position

22

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

3 2 x 32A, 400V, 5p 3 x MCB C charac. 16A, 1p
2 x MCB C charac. 32A, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

with operating window

x = 217 mm max. 
depth with equipment

reference:

518 563
Position

23
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Other configurations are available on request.

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

2 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p
1 x 63A, 400V, 5p

1 x RCD 63/0,03A, 4p
2 x MCB C charac. 16A, 1p
1 x MCB C charac. 16A, 3p
1 x MCB C charac. 32A, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

460 x 276 mm
with operating window

x = 229 mm max.
depth with equipment 

reference:

514 260

dimension

460 x 276 mm

operation window.

17730MB

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

4 2 x 16A, 400V, 5p
1 x 32A, 400V, 5p

1 x RCD 63/0,03A, 4p
4 x MCB B charac. 16A, 1p
2 x MCB C charac. 16A, 3p
1 x MCB C charac. 32A, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

460 x 276 mm
with operating window

x = 217 mm max. 
depth with equipment 

reference:

512 326

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

6 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p

1 x RCD 63/0,03A, 4p
6 x MCB B charac. 16A, 1p
1 x MCB C charac. 16A, 3p
1 x MCB C charac. 32A, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

460 x 276 mm
with operating window

x = 217 mm max. depth
with equipment

reference:

515 920

SOCKET OUTLET COMBINATIONS, MADE OF HIGH GRADE PLASTIC
ready wired for installation, protection degree IP 44 
housing made of high grade plastic

Schuko-socket outlet CEE socket outlet fuse protection cable entry

Position

24

Position

25

Position

26
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129Other configurations are available on request.request.

SURFACE SOCKET OUTLET COMBINATIONS, MADE OF RUBBER
ready wired for installation, protection degree IP 44
housing made of high grade rubber

Schuko-socket outlet CEE socket outlet fuse protection cable entry

7

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

2 2 x 16A, 400V, 5p 2 x Neozed D01, 1p
2 x Neozed D01, 3p

1 x M32 top (open)

1 x M32 bottom (closed)

290 x 290 mm
with operating window

x = 203 mm max. depth
with equipment

reference:

54 041

dimension

290 x 290 mm

operation window.

13MB0951

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

2 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p

1 x RCD 40/0,03A, 4p
2 x MCB B charac. 16A, 1p
1 x MCB C charac. 16A, 3p
1 x MCB C charac. 32A, 3p

1 x M40 top (open)

1 x M40 bottom (closed)

290 x 290 mm
with operating window

x = 212 mm max. 
depth with equipment

reference:

54 040

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

2 1 x 63A, 400V, 5p 1 x RCD 63/0,03A, 4p
2 x MCB B charac. 16A, 1p
1 x Neozed D02, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

290 x 290 mm
with operating window

x = 224 mm max. depth
with equipment

reference:

541 587

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

3 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p

1 x RCD 63/0,03A, 4p
3 x MCB B charac. 16A, 1p
1 x MCB C charac. 16A, 3p
1 x MCB C charac. 32A, 3p

1 x M40 top (open)

1 x M40 top (closed)

2 x M40 bottom (closed)

290 x 290 mm
with operating window

x = 212 mm max. 
depth with equipment

reference:

541 218

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrydimension

2 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p
1 x 63A, 400V, 5p

1 x RCD 63/0,03A, 4p
2 x Neozed D01, 1p
1 x Neozed D01, 3p
1 x Neozed D02, 3p

1 x M40 bottom (open)

370 x 340 mm
with operating window

x = 234 mm max.
depth with equipment

reference:

540 736

dimension

370 x 340 mm

operation window.



130 Other configurations are available on request.

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entryCombination unit 
dimension

3 x 16A, 400V, 5p 1 x plug (16A, 400V, 5p)

1,8m H07RN-F5 G2.5

365 x 120 mm

reference:

53 10

Combination unit 
dimension

365 x 120 mm 13MB007

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 16A, 400V, 5p 1 x RCD 40/0,03A, 4p
2 x MCB B charac. 16A, 1p

1 x plug (16A, 400V, 5p)

2m H07RN-F5 G2.5

reference:

53 648

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 1 x RCD 25/0,03A, 2p 1 x plug schuko type
2m H07RN-F3 G2.5

reference:

53 141

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 1 x RCD 40/0,03A, 4p 1 x plug (16A, 400V, 5p)

2m H07RN-F5 G2.5

reference:

53 213

PORTABLE COMBINATION UNITS, MADE OF RUBBER
ready wired for installation, protection degree IP 44 
housing made of high grade rubber

Schuko-socket outlet CEE socket outlet fuse protection cable entry

Position

01

Position

02

Position

03

Position

04

with operating window

Combination unit 
dimension

365 x 120 mm

Combination unit 
dimension

365 x 120 mm
with operating window

Combination unit 
dimension

365 x 120 mm
with operating window

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 1 x 16A, 400V, 5p 1 x plug (16A, 400V, 5p)

2m H07RN-F5 G2.5

reference:

53 290
Position

05

Combination unit 
dimension

365 x 120 mm



131Other configurations are available on request.request.

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 16A, 400V, 5p 1 x RCD 25/0,03A, 2p 1 x plug (16A, 400V, 5p)

2m H07RN-F5 G1,5

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 1 x plug schuko type
4m H07RN-F3 G2,5

PORTABLE COMBINATION UNITS, MADE OF RUBBER
ready wired for installation, protection degree IP 44
housing made of high grade rubber

Schuko-socket outlet CEE socket outlet fuse protection cable entry

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

3 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p

1 x RCD 40/0,03A, 4p
3 x MCB B charac. 16A, 1p
1 x MCB C charac. 16A, 3p

1 x flange mounting
      appliance inlet
      (32A, 400V, 5p)

Combination 
dimension

140 x 140 mm 5213MB0

dimension dimension

250 x 210 mm 13MB0431

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 2 x 16A, 400V, 5p 1 x plug (16A, 400V, 5p)

2m H07RN-F5 G2,5

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

3 2 x 16A, 400V, 5p
2 x 32A, 400V, 5p

1 x RCD 40/0,03A, 4p
3 x MCB B charac. 16A, 1p
2 x MCB C charac. 16A, 3p

1 x flange mounting
      appliance inlet

(32A, 400V, 5p)

Combination dimension 140 x 140 mm

57 275
reference:Position

06

Combination dimension 140 x 140 mm

57 148
reference:Position

07

Combination dimension 140 x 140 mm

57 623
reference:Position

08

Portable Distributor 250 x 210 mm

522 250
reference:Position

09

Portable  Distributor 250 x 210 mm

524 286
reference:Position

10

7



132 Other configurations are available on request.

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 2 x 16A, 400V, 5p 1 x RCD 40/0,03A, 4p 1 x flange mounting
     appliance inlet

(16A, 400V, 5p)

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 2 x 16A, 400V, 5p 1 x flange mounting
     appliance inlet
     (16A, 400V, 5p)

PORTABLE COMBINATION UNITS, MADE OF RUBBER
ready wired for installation, protection degree IP 44 
housing made of high grade rubber

Schuko-socket outlet CEE socket outlet fuse protection cable entry

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p

1 x RCD 40/0,03A, 4p
2 x MCB B charac. 16A, 1p
1 x MCB C charac. 16A, 3p

1 x flange mounting
     appliance inlet
     (32A, 400V, 5p)

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 2 x 16A, 400V, 5p 1 x plug (16A, 400V, 5p)

2m H07RN-F5 G2,5

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 1 x 16A, 400V, 5p
2 x 32A, 400V, 5p

1 x RCD 40/0,03A, 4p
4 x MCB B charac. 16A, 1p
1 x MCB C charac. 16A, 3p

1 x flange mounting
     appliance inlet

(32A, 400V, 5p)

Portable Distributor 250 x 210 mm

52 480
reference:Position

12

Portable Distributor 250 x 210 mm

52 30
reference:Position

13

Portable Distributor 250 x 210 mm

52 25
reference:Position

14

Portable Distributor 250 x 210 mm

522 254
reference:Position

16

522 367
reference:Position

17

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 2 x 16A, 400V, 5p 1 x RCD 40/0,03A, 4p 1 x plug (16A, 400V, 5p)

2m H07RN-F5 G2,5

Portable Distributor 250 x 210 mm

52 638
reference:Position

11

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p

1 x RCD 40/0,03A, 4p
2 x MCB B charac. 16A, 1p
1 x MCB C charac. 16A, 3p

1 x plug (32A, 400V, 5p)

2m H07RN-F5 G4

Portable Distributor 250 x 210 mm

522 857
reference:Position

15

Portable Distributor 250 x 210 mm



133Other configurations are available on request.request.

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 2 x 16A, 400V, 5p
1 x 32A, 400V, 5p

2 x Neozed D01, 1p
2 x Neozed D01, 3p

1 x plug (32A, 400V, 5p)

2m H07RN-F5 G4

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

5 2 x 16A, 400V, 5p 1 x RCD 40/0,03A, 4p
5 x MCB B charac. 16A, 1p
2 x MCB C charac. 16A, 3p

1 x flange mounting
      appliance inlet
      (32A, 400V, 5p)

PORTABLE COMBINATION UNITS, MADE OF RUBBER
ready wired for installation, protection degree IP 44
housing made of high grade rubber

Schuko-socket outlet CEE socket outlet fuse protection cable entry

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

6 2 x 16A, 400V, 5p
1 x 32A, 400V, 5p

1 x RCD 40/0,03A, 4p
3 x MCB C charac. 16A, 1p
1 x MCB C charac. 16A, 3p

1 x flange mounting
      appliance inlet
      with Phase inverter

(32A, 400V, 5p)

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 2 x 16A, 400V, 5p
1 x 32A, 400V, 5p

2 x Neozed D01, 1p
2 x Neozed D01, 3p

1 x flange mounting
      appliance inlet

(32A, 400V, 5p)

Portable Distributor 250 x 210 mm

523 221
reference:Position

19

Portable Distributor 250 x 210 mm

52 26
reference:Position

20

Portable Distributor 250 x 210 mm

524 276
reference:Position

21

Portable Distributor 250 x 210 mm

522 590
reference:Position

23

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 2 x 16A, 400V, 5p
1 x 32A, 400V, 5p

1 x RCD 40/0,03A, 4p
4 x MCB B charac. 16A, 1p
2 x MCB C charac. 16A, 3p

1 x flange mounting
      appliance inlet

(32A, 400V, 5p)

Portable Distributor 250 x 210 mm

522 489
reference:Position

18

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

5 2 x 16A, 400V, 5p 1 x flange mounting
      appliance inlet

(16A, 400V, 5p)

Portable Distributor 250 x 210 mm

52 6
reference:Position

22

7



134 Other configurations are available on request.

PORTABLE COMBINATION UNITS, MADE OF RUBBER
ready wired for installation, protection degree IP 44 
housing made of high grade rubber

Schuko-socket outlet CEE socket outlet fuse protection cable entry

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p
1 x 63A, 400V, 5p

1 x RCD 63/0,03A, 4p
2 x MCB B charac. 16A, 1p
1 x MCB C charac. 16A, 3p
1 x MCB C charac. 32A, 3p

1 x plug (63A, 400V, 5p)

3m H07RN-F5 G10

dimension

320 x 245 mm 3MB0361

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p
1 x 63A, 400V, 5p

1 x RCD 63/0,03A, 4p
2 x Neozed D01, 1p
1 x Neozed D01, 3p
1 x Neozed D02, 3p

1 x appliance inlet with   
     flange

(63A, 400V, 5p)

Portable Distributor 320 x 245 mm

523 732
reference:Position

24

Portable Distributor 320 x 245 mm

524 447
reference:Position

25

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

6 1 x 16A, 230V, 3p
1 x 16A, 400V, 5p
1 x 32A, 400V, 5p
1 x 63A, 400V, 5p

1 x RCD 63/0,03A, 4p
6 x MCB B charac. 16A, 1p
1 x MCB C charac. 16A, 1p
1 x MCB C charac. 16A, 3p
1 x MCB C charac. 32A, 3p

1 x appliance inlet with 
     flange

(63A, 400V, 5p)

dimension

450 x 450 mm 13MB0771

Portable Distributor 450 x 450 mm

524 154
reference:Position

26



135Other configurations are available on request.request.

PORTABLE COMBINATION UNITS, MADE OF RUBBER
ready wired for installation, protection degree IP 44
housing made of high grade rubber

Schuko-socket outlet CEE socket outlet fuse protection cable entry

Combination unit
dimension

365 x 120 mm 13MB007

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entryCombination unit
dimension

2 x 16A, 400V, 5p 2 x MCB C charac. 16A, 3p 1 x plug (32A, 400V, 5p)

2m H07RN-F5 G6

365 x 120 mm
with operating window

reference:

53 420

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

1 x 16A, 400V, 5p
1 x 32A, 400V, 5p

1 x RCD 40/0,03A, 4p
1 x MCB C charac. 16A, 3p

1 x plug (32A, 400V, 5p)

2m H07RN-F5 G6

reference:

53 934

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

3 x 32A, 400V, 5p 1 x plug (32A, 400V, 5p)

2m H07RN-F5 G4

reference:

53 525

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x RCD 25/0,03A, 2p 1 x plug schuko type
2m H07RN-F3 G1,5

reference:

53 38

Position

27

Position

28

Position

29

Position

30

Combination unit
dimension

365 x 120 mm
with operating window

Combination unit
dimension

365 x 120 mm

Combination unit
dimension

365 x 120 mm
with operating window

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 16A, 400V, 5p 1 x RCD 40/0,03A, 4p 1 x plug (16A, 400V, 5p)

1,8m H07RN-F5 G2,5

reference:

53 0
Position

31

Combination unit
dimension

365 x 120 mm
with operating window

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 16A, 400V, 5p 1 x plug (16A, 400V, 5p)

1,8m H07RN-F5 G2,5

reference:

53 11
Position

32

Combination unit
dimension

365 x 120 mm

7



136 Other configurations are available on request.

PORTABLE COMBINATION UNITS, MADE OF RUBBER
ready wired for installation, protection degree IP 44 
housing made of high grade rubber

Schuko-socket outlet CEE socket outlet fuse protection cable entry

Combination unit
dimension

400 x 150 mm 13MB054

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entryCombination unit
dimension

3 1 x plug schuko type
2m H07RN-F3 G2,5

365 x 120 mm

reference:

53 50

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

6 1 x plug schuko type
2m H07RN-F3 G2,5

reference:

53 738

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

6 1 x Plug (16A, 400V, 5p)

2m H07RN-F5 G2,5

reference:

53 247

Position

34

Position

35

Position

36

Combination unit
dimension

365 x 120 mm

Combination unit
dimension

365 x 120 mm

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p

2 x MCB B charac. 16A, 1p
1 x MCB C charac. 16A, 3p

1 x Plug (32A, 400V, 5p)

2m H07RN-F5 G4

reference:

53 682
Possition

377

Combination unit
dimension

400 x 150 mm
with operating window

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

6 1 x RCD 40/0,03A, 4p
3 x MCB B charac. 16A, 1p

1 x Plug (32A, 400V, 5p)

2m H07RN-F5 G4

reference:

53 680
Position

38

Blockverteiler
dimension

400 x 150 mm
with operating window

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 32A, 400V, 5p 1 x RCD 40/0,03A, 4p
2 x MCB B charac. 16A, 1p

1 x Plug (32A, 400V, 5p)

2m H07RN-F5 G4

reference:

53 931
Position

33

Combination unit
dimension

365 x 120 mm
with operating window



137Other configurations are available on request.request.

PORTABLE COMBINATION UNITS, MADE OF RUBBER
ready wired for installation, protection degree IP 44
housing made of high grade rubber

Schuko-socket outlet CEE socket outlet fuse protection cable entry

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entryCombination unit
dimension

6 1 x 32A, 400V, 5p 1 x RCD 40/0,03A, 4p
3 x MCB B charac. 16A, 1p

1 x Plug (32A, 400V, 5p)

2m H07RN-F5 G4

400 x 150 mm
with operating window

reference:

53 932

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

12 1 x Plug (16A, 400V, 5p)

2m H07RN-F5 G2,5

reference:

53 679

Position

40

Position

41

Combination unit
dimension

400 x 150 mm

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entryCombination unit
dimension

6 1 x 16A, 400V, 5p 1 x RCD 40/0,03A, 4p 1 x Plug (16A, 400V, 5p)

2m H07RN-F5 G2,5

400 x 150 mm
with operating window

reference:

53 681
Position

399

Combination
dimension

140 x 140 mm 5213MB05

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

1 2 x 16A, 400V, 5p 1 x RCD 40/0,03A, 4p 1 x Plug (16A, 400V, 5p)

2m H07RN-F5 G2,5

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 16A, 400V, 5p 1 x RCD 40/0,03A, 4p 1 x Plug (16A, 400V, 5p)

2m H07RN-F5 G2,5

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 16A, 400V, 5p 1 x RCD 40/0,03A, 4p 1 x Phase inverter
(16A, 400V, 5p)

2m H07RN-F5 G2,5

n dimension 140 x 140 mm

57 779

Combination

reference:Position

4242

n dimension 140 x 140 mm

57 996

Combination

reference:Position

4343

ation dimension 140 x 140 mm

57 255

Combina

reference:Position

4444

7



138 Other configurations are available on request.

PORTABLE COMBINATION UNITS, MADE OF HIGH GRADE PLASTIC
ready wired for installation, protection degree IP 44 
housing made of high grade plasic

Schuko-socket outlet CEE socket outlet fuse protection cable entry

dimension

365 x 120 mm 30MB0733

Portable Distributor
dimension

170 x 90 mm 30MB0033

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

3 1 x plug schuko type
1,8m H07RN-F3 G1,5

reference:

55 08

Portable Distributor
dimension

170 x 90 mm

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entryPortable Distributor
dimension

5 1 x 16A, 230V, 3p 1 x Plug (16A, 230V, 3p)

1,8m H07RN-F3 G2,5

365 x 120 mm

reference:

55 195



139Other configurations are available on request.request.

PORTABLE COMBINATION UNITS, MADE OF HIGH GRADE PLASTIC
ready wired for installation, protection degree IP 44
housing made of high grade plasic

Schuko-socket outlet CEE socket outlet fuse protection cable entry

Portable Distributor
dimension

30MB1723

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entryPortable Distributor
dimension

2 1 x 16A, 400V, 5p 1 x RCD 40/0,03A, 4p 1 x Plug (16A, 400V, 5p)

1,8m H07RN-F5 G2,5

reference:

55 641

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

3 2 x 16A, 400V, 5p 1 x Plug (16A, 400V, 5p)

1,8m H07RN-F5 G2,5

reference:

55 637

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 1 x RCD 25/0,03A, 2p 1 x plug schuko type
1,8m H07RN-F3 G2,5

reference:

55 640

Portable Distributor
dimension

Portable Distributor
dimension

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 x 16A, 400V, 5p 1 x Plug (16A, 400V, 5p)

1,8m H07RN-F5 G2,5

reference:

55 639

Portable Distributor
dimension

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

6 1 x Plug (16A, 400V, 5p)

1,8m H07RN-F5 G2,5

reference:

55 638

Portable Distributor
dimension

7



140 Other configurations are available on request.

Hanging Connectors 
dimension

DISTRIBUTOR UNITS SUSPENDIBLE, MADE OF HIGH GRADE PLASTIC
ready wired for installation, protection degree IP 44 
housing made of high grade plastic

Schuko-socket outlet CEE socket outlet fuse protection cable entry

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 2 x 16A, 400V, 5p 2 x MCB B charac. 16A, 1p
2 x MCB C charac. 16A, 3p

1 x M32 on top (open)

compr. air connection:
input:
cable sleeve NW 13 mm
output:
1/2“ fast connector

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p

2 x MCB B charac. 16A, 1p
1 x MCB C charac. 16A, 3p
1 x MCB C charac. 32A, 3p

1 x M32 on top (open)

r. air connection

570 464

withwithwithwithwitt  com comcom comcomcomprprprprpp

reference:

570 466
reference:

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p

1 x RCD 40/0,03A, 4p
2 x MCB B charac. 16A, 1p
1 x MCB C charac. 16A, 3p
1 x MCB C charac. 32A, 3p

1 x M40 on top

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p

1 x RCD 40/0,03A, 4p
1 x MCB B charac. 16A, 1p
1 x MCB C charac. 16A, 3p

1 x M32 on top (open)

571 016
reference:

570 468
reference:



141Other configurations are available on request.request.

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 2 x 16A, 400V, 5p 1 x M25

DISTRIBUTOR UNITS SUSPENDIBLE, MADE OF RUBBER
ready wired for installation, protection degree IP 44
housing made of high grade rubber

Schuko-socket outlet CEE socket outlet fuse protection cable entry

Combination
dimension

140 x 140 mm

The measurements are
with the equipment of
CEE socket 32A 5p.

13MB045

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

3 1 x 16A, 400V, 5p 1 x M25

on dimension 140 x 140 mm

57 076

Combinati

reference:

on dimension 140 x 140 mm

57 078

Combinatio

reference:

* Other configurations Other configurations 

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

1* 1 x 16A, 400V, 5p*
1 x 32A, 400V, 5p*

1 x MCB B charac. 16A, 1p
1 x MCB C charac. 16A, 3p

1 x M25

n dimension 140 x 140 mm

57 141

CombCombCombCombombbombinatinatinatinata ionionioon

reference:

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 x 16A, 400V, 5p 1 x M25

Combination dimension 140 x 140 mm

57 074

C

reference:

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 1 x M25

on dimension 140 x 140 mm

57 092

Combinatio

reference:

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p

1 x M25
1 x M32
(2 circuits)

on dimension 140 x 140 mm

57 250

Combinatio

reference:

7



142 Other configurations are available on request.

DISTRIBUTOR UNITS SUSPENDIBLE, MADE OF RUBBER
ready wired for installation, protection degree IP 44 
housing made of high grade rubber

Schuko-socket outlet CEE so cket    outlet fuse protection cable entry

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 16A, 400V, 5p
1 x space holder
      for data socket

1 x M16
1 x M25

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 16A, 400V, 5p 1 x M25

n dimension 140 x 140 mm

570 531

Combination

reference:

on dimension 140 x 140 mm

570 997

Combinatio

reference:

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

3 1 x 16A, 400V, 5p 2 x M25 
(2 circuits)
compr. air connection:
input:
cable sleeve NW 13 mm
output:
1/2“ two-way fast connector

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2
with

child protection

4 x M20 
2 x connector for laboratory
yellow/green ground potential
2 x connector for laboratory
blue and red D.C. low voltage.
2 x con. for laboratory yellow
A.C. low voltage

ion dimension 140 x 140 mm
pr. air connection

571 121

Combinati
with comp

reference:

on dimension 140 x 140 mm 

571 370

Combinati

reference:

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2

Combination dimension 140 x 140 mm

571 437

C

reference:

3 x M20
2 x twin data socket

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 2 x 16A, 400V, 5p 1 x M25 on top
compr. air connection:
input:
1/2“ tube with ext. thread
output:
1/2“ fast connector

n dimension 140 x 140 mm
air connection

57 117

Combination
with compr. 

reference:



143Other configurations are available on request.request.

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

3 3 x 16A, 400V, 5p
1 x 32A, 400V, 5p

1 x MCB B charac. 16A, 1p
1 x MCB C charac. 16A, 3p

1 x M32 on top
compr. air connection:
input:
1/2“ tube with ext. thread
output:
1/2“ fast connector

DISTRIBUTOR UNITS SUSPENDIBLE, MADE OF RUBBER
ready wired for installation, protection degree IP 44
housing made of high grade rubber

Schuko-socket outlet CEE socket outlet fuse protection cable entry

Combination
dimension

244 x 140 mm

The measurements are
with the equipment of
CEE socket 32A 5p.

nation dimension 140 x 140 mm
ompr. air connection

571 418

Combi
with co r connection

reference:

7



144 Other configurations are available on request.

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 16A, 400V, 5p 1 x RCD 25/0,03A, 2p 1 x Plug (16A, 400V, 5p)

2m H07RN-F5 G1,5

UNI-BLOCKS, PORTABLE
ready wired for installation, protection degree IP 44 
housing made of high grade rubber

Schuko-socket outlet CEE socket outlet fuse protection cable entry

Combination
dimension

140 x 140 mm 05213MB

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 2 x 16A, 400V, 5p 1 x Plug (16A, 400V, 5p)

2m H07RN-F5 G2,5

n dimension 140 x 140 mm

57 275

Combination

reference:

n dimension 140 x 140 mm

57 148

Combination

reference:

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

1 2 x 16A, 400V, 5p 1 x RCD 40/0,03A, 4p 1 x Plug (16A, 400V, 5p)

2m H07RN-F5 G2,5

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 16A, 400V, 5p 1 x RCD 40/0,03A, 4p 1 x Plug (16A, 400V, 5p)

2m H07RN-F5 G2,5

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 16A, 400V, 5p 1 x RCD 40/0,03A, 4p 1 x Phase inverter
(16A, 400V, 5p)

2m H07RN-F5 G2,5

n dimension 140 x 140 mm

57 779

Combination

reference:

n dimension 140 x 140 mm

57 996

Combination

reference:

ation dimension 140 x 140 mm

57 255

Combina

reference:

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

3 1 x 16A, 400V, 5p 1 x Plug (16A, 400V, 5p)

2m H07RN-F5 G2,5

n dimension 140 x 140 mm

57 143

Combination

reference:



145Other configurations are available on request.request.

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 1 x plug schuko type
4m H07RN-F3 G2,5

n dimension 140 x 140 mm

57 623

Combination

reference:

UNI-BLOCKS, PORTABLE
ready wired for installation, protection degree IP 44
housing made of high grade rubber

Schuko-socket outlet CEE socket outlet fuse protection cable entry

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

1 x 16A, 24V, 2p 1 x Sicherungstrafo
(120VA, 230/24V)

1 x ETA Schalter 0,5A
(primary)

1 x plug schuko type
2m H07RN-F3 G2,5

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

1 x 16A, 42V, 2p 1 x Sicherungstrafo
(120VA, 230/42V)

1 x ETA Schalter 0,5A
(primary)

1 x Plug (16A, 230V, 3p)

2m H07RN-F3 G2,5

n dimension 140 x 140 mm

570 458

Combination

reference:

n dimension 140 x 140 mm

570 459

Combination

reference:

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

1 x 16A, 42V, 2p 1 x Sicherungstrafo
     (120VA, 230/42V)

1 x ETA Schalter 0,5A
(primary)

1 x plug schuko type
2m H07RN-F3 G2,5

n dimension 140 x 140 mm

570 457

Combination

reference:

7



146 Other configurations are available on request.ther configurations are ther configurations are 

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 2 x 16A, 400V, 5p 1 x M32 on top
compr. air connection:
input:
1/2“ tube with ext. thread
output:
1/2“ fast connector

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 2 x 16A, 400V, 5p 1 x M25

UNI-BLOCK-DISTRIBUTION UNITS, SUSPENDIBLE
ready wired for installation, protection degree IP 44 
housing made of high grade rubber

Schuko-socket outlet CEE socket outlet fuse protection cable entry

Combination 
dimension

140 x 140 mm

The measurements are
with the equipment of
CEE socket 32A 5p.

13MB045

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

3 1 x 16A, 400V, 5p 1 x M25

n dimension 140 x 140 mm

57 117

Combination

reference:

on dimension 140 x 140 mm

57 076

Combinati

reference:

on dimension 140 x 140 mm

57 078

Combinatio

reference:

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

1* 1 x 16A, 400V, 5p*
1 x 32A, 400V, 5p*

1 x MCB B charac. 16A, 1p
1 x MCB C charac. 16A, 3p

1 x M25

n dimension 140 x 140 mm

57 141

CombCombCombCombbombbinatinatnatnataa ionionioion

reference:

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 x 16A, 400V, 5p 1 x M25

Combination dimension 140 x 140 mm

57 074

C

reference:

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

4 1 x M25

on dimension 140 x 140 mm

57 092

Combinatio

reference:



147Other configurations are available on request.request.

UNI-BLOCK-DISTRIBUTION UNITS, SUSPENDIBLE
ready wired for installation, protection degree IP 44
housing made of high grade rubber

Schuko-socket outlet CEE socket outlet fuse protection cable entry

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 16A, 400V, 5p
1 x space holder
     for data socket

1 x M16
1 x M25

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 16A, 400V, 5p 1 x M25

n dimension 140 x 140 mm

570 531

Combination

reference:

on dimension 140 x 140 mm

570 997

Combinatio

reference:

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2
with

child protection

4 x M20 
2 x connector for laboratory
yellow/green ground potential
2 x connector for laboratory
blue and red D.C. low voltage.
2 x connector for laboratory
yellow A.C. low voltage

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

3 1 x 16A, 400V, 5p 2 x M25 
(2 circuits)
compr. air connection:
input
cable sleeve NW 13 mm
output:
1/2“ two-way fast connector

ion dimension 140 x 140 mm

571 121

Combinati

reference:

on dimension 140 x 140 mm

571 370

Combinati

reference:

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p

1 x M25
1 x M32
(2 circuits)

on dimension 140 x 140 mm

57 250

Combinatio

reference:

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entryCombination dimension 140 x 140 mm

571 437
reference:

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

3 3 x 16A, 400V, 5p
1 x 32A, 400V, 5p

1 x MCB B charac. 16A, 1p
1 x MCB C charac. 16A, 3p

1 x M32 on top
compr. air connection:
input:
1/2“ tube with ext. thread
output:
1/2“ fast connector

nation dimension 140 x 140 mm

571 418

Combi

reference:

2 3 x M20
2 x twin data socket

7



148 Other configurations are available on request.

CROSS-DISTRIBUTION UNITS
ready wired for installation, protection degree IP 44 
housing made of high grade plastic

Schuko-socket outlet CEE socket outlet fuse protection cable entry

Cross-Distributor
dimension

The measurements are
with the equipment of
CEE socket 32A 5p.

0MB06130

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entryCross-Distributor
dimension

2 1 x 16A, 400V, 5p 1 x Plug (16A, 400V, 5p)

1,5m H07RN-F5 G2,5

reference:

54 657

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 16A, 400V, 5p 1 x appliance inlet
(16A, 400V, 5p)

reference:

54 580

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

3 x 16A, 230V, 3p 1 x Plug (16A, 230V, 3p)

1,5m H07RN-F3 G2,5

reference:

54 568

Cross-Distributor
dimension

Cross-Distributor
dimension

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 16A, 230V, 3p 1 x appliance inlet
(16A, 230V, 3p)

reference:

54 655

Cross-Distributor
dimension

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

3 x 16A, 230V, 3p 1 x appliance inlet
(16A, 230V, 3p)

reference:

54 566

Cross-Distributor
dimension

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

3 x 16A, 400V, 5p 1 x Plug (16A, 400V, 5p)

1,5m H07RN-F5 G2,5

reference:

54 569

Cross-Distributor
dimension
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CROSS-DISTRIBUTION/ E-V-E ENERGY DISTRIBUTION UY NITS
ready wired for installation, protection degree IP 44
housing made of high grade plastic

Schuko-socket outlet CEE socket outlet fuse protection cable entry

E-V-E Distributor
dimension

211 x 116 mm 7330MB1

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entryE-V-E Distributor
dimension

1 x 32A, 400V, 5p 1 x appliance inlet
(32A, 400V, 5p)

211 x 116 mm

reference:

59 2

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

1 x 16A, 230V, 3p 1 x appliance inlet
(16A, 230V, 3p)

reference:

59 0

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

1 x 16A, 400V, 4p 1 x appliance inlet
(16A, 400V, 4p)

reference:

59 008

E-V-E Distributor
dimension

211 x 116 mm

E-V-E Distributor
dimension

211 x 116 mm

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

3 x 32A, 400V, 5p 1 x appliance inlet
(32A, 400V, 5p)

reference:

54 567

Cross-Distributor
 
dimension

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

1 x 16A, 400V, 5p 1 x appliance inlet
(16A, 400V, 5p)

reference:

59 1

E-V-E Distributor
dimension

211 x 116 mm

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entryCross-Distributor
dimension

3 x 16A, 400V, 5p 1 x appliance inlet
      (16A, 400V, 5p)

reference:

54 6

7
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STEEL BOLLARDS
ready wired for installation, protection degree IP 44 

Schuko-socket outlet CEE socket outlet fuse protection cable entry

Steel bollard

material of housing:
steel galvanized, 
powder-coated

Colour:
anthracite

45MB0444

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrySteel bollard

2 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p

2 x MCB B charac. 16A, 1p
1 x MCB C charac. 16A, 3p
1 x MCB C charac. 32A, 3p

clamping units for strain 
relief at bottom

ready wired on 
terminal 6x10mm²

reference:

56 425

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

1 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p

1 x MCB B charac. 16A, 1p
1 x MCB C charac. 16A, 3p
1 x MCB C charac. 32A, 3p

clamping units for strain 
relief at bottom

reference:

56 445

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 2 x 16A, 400V, 5p 1 x RCD 40/0,03A, 4p
1 x MCB C charac. 16A, 1p
1 x MCB C charac. 16A, 3p

clamping units for strain 
relief at bottom

reference:

56 419

ready wired on 
terminal 5 x 10 qmm

Steel bollard

Steel bollard

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

3 x 16A, 230V, 3p 1 x RCD 40/0,03A, 4p
3 x MCB B charac. 16A, 1p

clamping units for strain 
relief at bottom

reference:

56 420

Steel bollard

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

1 2 x 16A, 400V, 5p
1 x 32A, 400V, 5p

1 x RCD 63/0,03A, 4p
1 x MCB B charac. 16A, 1p
2 x MCB C charac. 16A, 3p
1 x MCB C charac. 32A, 3p

clamping units for strain 
relief
at bottom

reference:

56 884

Steel bollard

ready wired on 
terminal 5 x 10 qmm

ready wired on 
terminal 5x25mm²

ready wired on 
terminal 5x10mm²

Steel bollard

material of housing:
steel galvanized, 
powder coated
Colour:
anthracite

Optional:
with nostalgia cover
special colour on request 45MBB020

concrete base for bottom attachment

reference:r

58 3715 45MB025

concrete base for bottom attachment

reference:

58 372 45MB026
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STEEL BOLLARDS
ready wired for installation, protection degree IP 44

Schuko-socket outlet CEE socket outlet fuse protec- cable entry

Steel bollard

material of housing:
steel galvanized, 
powder-coated

45MB0339

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrySteel bollard

4 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p
1 x 63A, 400V, 5p

1 x RCD 63/0,03A, 4p
4 x MCB B charac. 16A, 1p
1 x MCB C charac. 16A, 3p
1 x MCB C charac. 32A, 3p
1 x MCB C charac. 63A, 3p

cable guard rail
at bottom

ready wired on 
terminal 5x25mm²

Colour: moss-green

reference:

560 496

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

6 x 16A, 230V, 3p
2 x 16A, 400V, 5p

1 x RCD 40/0,03A, 4p
for die 3p CEE-socket outlets

1 x RCD 40/0,03A, 4p
for die 5p CEE-socket outlets

6 x MCB C charac. 16A, 1p
2 x MCB C charac. 16A, 3p
1 x MCB C charac. 32A, 3p

cable guard rail
at bottom

reference:

560 486

Steel bollard

ready wired on 

terminal 5x25mm²

Colour: anthracite

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entrySteel bollard

2 2 x 32A, 400V, 5p 1 x RCD 63/0,03A, 4p
2 x MCB B charac. 16A, 1p
2 x MCB C charac. 32A, 3p

clamping units for strain 
relief at bottom

ready wired on 
terminal 5x25mm²

reference:

56 883

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 2 x 16A, 400V, 5p 1 x RCD 40/0,03A, 4p
2 x MCB B charac. 16A, 1p
2 x MCB C charac. 16A, 3p

clamping units for strain 
relief at bottom

reference:

56 882

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 1 x 16A, 400V, 5p
1 x 32A, 400V, 5p

1 x RCD 40/0,03A, 4p
2 x MCB B charac. 16A, 1p
1 x MCB C charac. 16A, 3p
1 x MCB C charac. 32A, 3p

clamping units for strain 
relief at bottom

reference:

56 881

ready wired on
terminal 5 x 10 qmm

Steel bollard

Steel bollard

socket outlet
schuko type 16 A, 230 V

CEE socket outlet fuse protection cable entry

2 2 x 16A, 400V, 5p 1 x RCD 40/0,03A, 4p
1 x MCB C charac. 16A, 1p
1 x MCB C charac. 16A, 3p

clamping units for strain 
relief at bottom

reference:

56 885

Steel bollard

ready wired on 
terminal 6x10mm²

ready wired on 
terminal 5x25mm²

concrete base for bottom attachment

reference:

58 370 45MB024
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